
SLIM 1 tube LED CEILING LIGHTSSLIM 2 tubes LED CEILING LIGHTS

Sifim ceiling lamps are primarily used inside of professional kitchens, canteens, hotels, stores and indoor spaces.
Compliant to the following standards EN 60598-1, EN 60598-2-2 + A1, EN 60529, EN 55015 + A1, EN 61000-3-2 + A1/A2, 
EN 61000-3-3, EN 61547.
Compliant to the requirements applicable to luminaires: 73/23 (changed by 93/68) Low Voltage and 89/336 (changed 
by 93/68) in the field of electromagnetic compatibility.

Sifim ceiling lamps are primarily used inside of professional kitchens, canteens, hotels, stores and indoor spaces.
Compliant to the following standards EN 60598-1, EN 60598-2-2 + A1, EN 60529, EN 55015 + A1, EN 61000-3-2 + A1/A2, 
EN 61000-3-3, EN 61547.
Compliant to the requirements applicable to luminaires: 73/23 (changed by 93/68) Low Voltage and 89/336 (changed 
by 93/68) in the field of electromagnetic compatibility.

• IP 55 protection conformity
• Powder-coated steel sheet casing color white RAL 9010
• Tempered 4mm-glass, anti-glare
• Stainless steel Aisi 304 Frame locked to the casing by screws
• Front side tightened by safety brackets
• Excellent light yield due to white painted reflector geometry surface
• Use of LED multi-watt tubes with two-pin sockets
• EE1-A1 electronic powered lightings with 220V, power factor > 0.95, lamp warm start, CRI>82Ra 
• High temperature resistant protection cable, standard length 1,5 m
• Casing provided with vertical and horizontal holes for fast and easy assembly
• Photobiological safety Risk Group 0, Risk absent, compliant to EN 62471
• CE certified
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• IP 55 protection conformity
• Powder-coated steel sheet casing color white RAL 9010
• Tempered 4mm-glass, anti-glare
• Stainless steel Aisi 304 Frame locked to the casing by screws
• Front side tightened by safety brackets
• Excellent light yield due to white painted reflector geometry surface
• Use of LED multi-watt tubes with two-pin sockets
• EE1-A1 electronic powered lightings with 220V, power factor > 0.95, lamp warm start, CRI>82Ra 
• High temperature resistant protection cable, standard length 1,5 m
• Casing provided with vertical and horizontal holes for fast and easy assembly
• Photobiological safety Risk Group 0, Risk absent, compliant to EN 62471
• CE certified

Model Type
Dim. "A"
(mm.)

Dim. "B"
(mm.)

Dim. "C"
(mm.)

2x10W LED 690 200 54

2x15W LED 995 200 54

2x20W LED 1300 200 54

2x25W LED 1600 200 54

Model Type
Dim. "A"
(mm.)

Dim. "B"
(mm.)

Dim. "C"
(mm.)

1x10W LED 690 200 54

1x15W LED 995 200 54

1x20W LED 1300 200 54

1x25W LED 1600 200 54

CEILING LAMPS SERIES

SIFIM s.r.l. Via Ignazio Silone, 3 - 60035 Jesi (AN) - Italy - Tel. +39 0731 60401 - Fax +39 0731 614095 - sifim@sifim.it - www.sifim.it

SIFIM CEILING LAMPS SERIES

SLIM is a series of professional recessed ceiling lamps for industrial kitchens, refectories and hotels. 
Their essential and functional design is dedicated to every kind of furniture and location. 
Planned by paying specific attention to safety, they are manufactured carefully using long life
materials. The steel sheet casing, the strong frames and the tempered glass fastened to the safety 
brackets, are some distinctive traits distinguishing this series of products.
All the ceiling lamps have a IP55 protection degree and are compliant to CEI EN 60598-1,
CEI EN 60598-2-2/A1, CEI EN 60529 rules.
According to the model, the luminous flux is granted by one or two neon and provided by traditional 
T5 tubes or by the most innovative Led, particularly advisable for energy saving.
Among the equipment upon request, the fast insert cables for series connection stand out
together with the emergency kit. 
The MINI version of ceiling lamps has been developed to light up professional hoods.
The real reduced amount of space simplifies their placement  granting an excellent functionality 
and efficiency.
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OPTIONS

MINI 1 tube T5 or LED CEILING LIGHTS SLIM 1 tube T5 CEILING LIGHTS SLIM 2 tubes T5 CEILING LIGHTS

MINI ceiling lamps has been developed to light up professional hoods and indoor spaces but it can be used inside of
professional kitchens, canteens, hotels and stores. The real reduced amount of space simplifies their placement granting
an excellent functionality and efficiency.
Compliant to the following standards EN 60598-1, EN 60598-2-2 + A1, EN 60529, EN 55015 + A1, EN 61000-3-2 + A1/A2,
EN 61000-3-3, EN 61547. Compliant to the requirements applicable to luminaires: 73/23 (changed by 93/68) Low Voltage 
and 89/336 (changed by 93/68) in the field of electromagnetic compatibility.

Sifim ceiling lamps are primarily used inside of professional kitchens, canteens, hotels, stores and indoor spaces.
Compliant to the following standards EN 60598-1, EN 60598-2-2 + A1, EN 60529, EN 55015 + A1, EN 61000-3-2 + A1/A2, 
EN 61000-3-3, EN 61547.
Compliant to the requirements applicable to luminaires: 73/23 (changed by 93/68) Low Voltage and 89/336 (changed by 
93/68) in the field of electromagnetic compatibility.

Sifim ceiling lamps are primarily used inside of professional kitchens, canteens, hotels, stores and indoor spaces.
Compliant to the following standards EN 60598-1, EN 60598-2-2 + A1, EN 60529, EN 55015 + A1, EN 61000-3-2 + A1/A2, 
EN 61000-3-3, EN 61547.
Compliant to the requirements applicable to luminaires: 73/23 (changed by 93/68) Low Voltage and 89/336 (changed by 
93/68) in the field of electromagnetic compatibility.

Anodized aluminum Frame face or white painted
RAL 9010 aluminum Frame face

Silicone coated plug-in system wire to connect
a maximum of 4 ceiling lamps H05W 3x1,5 mm2

Length 250 mm ending with a plug connected to the 
power supply, IP68

Junction box Evabox IP55

Emergency Kit, different powers LED

Emergency Kit, different powers T5

DALI electronic reactor actuated by external button+

+ DALI electronic reactor 0-10V actuated by potentiometer

• IP 55 protection conformity
• 110 mm – width optimized case size 
• Powder-coated steel sheet casing color white RAL 9010
• Tempered 4mm-glass, anti-glare
• Stainless steel Aisi 304 Frame locked to the casing with by screws
• Front side tightened by safety brackets
• Excellent light yield due to white painted reflector geometry surface
• Use of fluorescent T5 multi-watt tubes with two-pin sockets or LED - multi-watt tubes with two-pin sockets
• EE1-A2 electronic powered lightings 220/240V (T5) or EE1-A1 electronic powered lightings with
 220V, power factor > 0.95, lamp warm start, CRI>82Ra (LED)
• High temperature resistant protection cable , standard length 1,5 m
• Casing provided with vertical and horizontal holes for fast and easy assembly
• CE certified

• IP 55 protection conformity
• Powder-coated steel sheet casing color white RAL 9010
• Tempered 4mm-glass, anti-glare
• Stainless steel Aisi 304 Frame locked to the casing with by screws
• Front side tightened by safety brackets
• Excellent light yield due to white painted reflector geometry surface
• Use of fluorescent T5 multi-watt tubes with two-pin sockets
• EE1-A2 electronic powered lightings with 220/240V 
• High temperature resistant protection cable , standard length 1,5 m
• Casing provided with vertical and horizontal holes for fast and easy assembly
• CE certified

• IP 55 protection conformity
• Powder-coated steel sheet casing color white RAL 9010
• Tempered 4mm-glass, anti-glare
• Stainless steel Aisi 304 Frame locked to the casing by screws
• Front side tightened by safety brackets
• Excellent light yield due to white painted reflector geometry surface
• Use of fluorescent T5 multi-watt tubes with two-pin sockets
• EE1-A2 electronic powered lightings with 220/240V 
• High temperature resistant protection cable, standard length 1,5 m
• Casing provided with vertical and horizontal holes for fast and easy assembly
• CE certified

Model Type
Dim. "A"
(mm.)

Dim. "B"
(mm.)

Dim. "C"
(mm.)

1x10W LED 652 110 62

1x20W LED 1265 110 62

1x14W T5 652 110 62

1x28W T5 1265 110 62

Model Type
Dim. "A"
(mm.)

Dim. "B"
(mm.)

Dim. "C"
(mm.)

1x28W T5 1300 200 54

1x54W T5 1300 200 54

1x49W T5 1600 200 54

1x80W T5 1600 200 54

Model Type
Dim. "A"
(mm.)

Dim. "B"
(mm.)

Dim. "C"
(mm.)

2x28W T5 1300 200 54

2x54W T5 1300 200 54

2x49W T5 1600 200 54

2x80W T5 1600 200 54

Model Type
Dim. "A"
(mm.)

Dim. "B"
(mm.)

Dim. "C"
(mm.)

1x14W T5 690 200 54

1x24W T5 690 200 54

1x21W T5 995 200 54

1x39W T5 995 200 54

Model Type
Dim. "A"
(mm.)

Dim. "B"
(mm.)

Dim. "C"
(mm.)

2x14W T5 690 200 54

2x24W T5 690 200 54

2x21W T5 995 200 54

2x39W T5 995 200 54

CONSTRUCTION FEATURES CONSTRUCTION FEATURES CONSTRUCTION FEATURES
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